CreditNet

Nastaveni modemu Well PTI 845- zména jména a hesla

Otevrete si internetovy prohlize¢ (napf. Internet Explorer, Operu atd)
Do pole adresy zadejte 10.0.0.138
Budete vyzvani k zadani prihlasovaciho jména a hesla viz obrazek ¢.1

P wnNhe

Pfednastavené jméno i heslo je admin

Please Log In to continue.

Log In

Username: admin

Password: m
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V tomto okné kliknéte polozku SETUP a viz obrazek ¢.2

5 Texas Instruments [T seroe Aovancen  toots  sTATus HELP

Welcome to the TI DSL Modem

Satup Advanced Tools Status Help

The Setup section The Advanced section The Tools section lets The Status section The Help section

allows you to create new | lets you configure you carry out system displays status, log and | provides information on
connections, edit advanced features like |commands and perform | statistical information configuration and
axisting connections, RIP, Firewall, NAT, simple system tests. far all connections and settings for each

and configure other UPnP, IGMP, Bridge interfaces. saction.

basic settings. Filters, and LAN clients.

Status Information

X X Ethernet: Connected
System Uptime: 26 hours 432 minutes

Software Version: 3.7.1
DSL Status: Connected i X

Firmware Version: 845_J0OC_100506.00FEM
DSL Speead: 518/7170kbps

Tempaorary access Update: Disabled
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V levém menu kliknéte na odkaz Data viz obrazek ¢.3

* Texas INSTRUMENTS  HOME SETUP ADVANCED TO0LS  STATUS HELP

LAN Setup Setup

LAN Configuration The Setup section allows you to create new connections, edit existing connections, and configure other
basic settings.

Ethernet Switch

LAN Setup

LAN Select to assign physical interfaces to LAN and configure
WAN Setup Configuration  LAN IF address, LAN DHCP Server.

New Connection Ethernet Switch Szlect to configure ethernet switch settings.
Modem

WAN Setup

Data
New Connection Select to configure a new connection.

IPTV
Modem Select to setup your modem.

VoIP
Log Out
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Do pole Username vyplrite uzivatelské jméno a do pole Password uZivatelské heslo které jste
obdrzeli pti aktivaci sluzby viz obrazek ¢.4. Kliknéte na tlacitko Apply, tim je modem nastaven na

novou sluzbu.

Rip TExAs INSTRUMENTS  HOME

LAN Setup
LAN Configuration
Ethernet Switch

WAN Setup
New Connection
Modem
Data
IPTV
VoIP
Log Out

SETUP

Name:

Options:

ADVANCED

TOOLS | STATUS HELP

PPPoE Connection Setup

Type: PPPoE =

vian: [0 |

Data
NAT [ Firewall

PPP Settings

Username:

CreditNat

Password:

Idle Timeout:
Keep Alive:
Authentication:
MTU:

On Demand:
Enforce MTU:
PPP Unnumbered:

Host Trigger:

60 Secs

3 min
o Auto @ CHAP o PAP
1492 bytes
O Default Gateway:
Debug: [
O Valid Rx:

| Connect |

Priority Bits:

LAM: |LAM group1 -

Sharing:

2
w
!

=
=

L

VCI: |48
QoS: |UBR -

PCR:
SCR:

MBS:
cells

Auto

PVC: O

|_avply | pelete |

Obradzek ¢.4

Synchronizace a autentizace modemu do sité mize trvat nékolik minut. V pfipadé technickych

problém nas kontaktujte na Cisle 602 744 447.



